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LIT-DC-TOOL-485

•	 Senco Bow Pinner glazing brad nailer
•	 Ideal for use with our Durodeen bead & Deventer gasket
•	 Easy side-loading that allows you to change brad length 

without adjusting tool, plus E-Z Clear jam clearance
•	 Reduces operator fatigue by its comfort-grip handle and 

the best balance and lowest recoil in the industry
•	 Superior power (40% more than comparable tools) makes it 

suitable for use on hardwood, softwood, and particleboard
•	 Oil-free design means easier maintenance and no 

lubrication to stain wood
•	 Precision-firing keeps work surface free of damage
•	 Rugged composition enables magazine to withstand on-

the-job stress
•	 Requires minimum maintenance, with only two movable 

O-rings for virtually trouble-free upkeep
•	 Repair is easy, using only two Allen wrenches and the do-it-

yourself SENCO Parts Kit
•	 Comes complete in its own heavy-duty plastic case
•	 Muffler ensures quieter operation
•	 5 year warranty
•	 Heavy Duty, but weighing only 1kg
•	 Oil free design - no lubrication to stain timber
•	 Easy to maintain and service
•	 Takes standard 18 gauge brass with a size rings of 16-41mm
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PART NUMBER PRODUCT DESCRIPTION UNITS

TOOL-485 Bow pinner gun 7mm Each

FX-620-SS Stainless steel 20mm long pin, 18 gauge Box 5000

FX-625-SS Stainless steel 25mm long pin, 18 gauge Box 5000

FINISHES:

DIMENSION NET WEIGHT FIRING MODE AIR INLET
OPERATING 
PRESSURE

AIR 
CONSUMPTION 
(at 60 shots per 

minute)

OPERATING 
TEMPERATURE 

RANGE

SOUND PRES-
SURE LEVEL

(LPA)

SOUND POWER 
LEVEL
(LWA)

VIBRATION 
LEVEL

MAGAZINE 
CAPACITY

GAUGE
COLLATION 

TYPE 1
COLLATION 

TYPE 2
COLLATION 

ANGLE

275 x 50 x 225mm 1,17 kg Restrictive 1/4” female NPT 4,8 - 8,3 bar 54 l/m -18 -49 °C 79 dB 88 dB
under declaration 

limit m/
s2

110 pieces 18 ga. Glue collated Glue collated 0° 

PART NUMBER PRODUCT DESCRIPTION UNITS

SV1 Dry glazing gasket 200mtr

SV2 Dry glazing gasket 200mtr

DUR-CGB Durodeen glazing bead 3600mtr

CF16 Cofirm double sided glazing tape 46mtr

ASSOCIATED PRODUCTS:


